Schematic - Current

ell

Well Name: Shoshone €5 41

‘g@u csed WD

APHUW Lease Line Legal Desc = \\\\\% toense # S Well Configuration Type
490130683900 E “&%\\\\\\&\\\\\& '
Original KB Elevation {ft} al Spud Date Rig Release Date
7,206.00
Most Recent Job
Job Category Primary Job Type Seccndary Job Type Job Stari Date Job £nd Dale
Plug & Abandon Parmanently Abandon Well 41272022
T 1,7068.0 .
' SHOSHONE-65 41, 7/21/2022 8.53:32 AM
MD Vertical schematic (actual)
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o~ Cement Plug; 14.0-50.0; 6/7/2022
144 ~Cement Plug, 50.0-495.0; 6/6/2022
Production Casing Cement; 14.0-1,261.0; 3/13/19886; 55 sxs cement class "G" plus 2% CaCiZz. Had 8
499 {"bbls cement retums.
Casing Joints; 4 1/2, 4.00; 14.0-1,261.0; 1,247.00
495 1 9 PPG MUD; 500.0-954.0; 6/6/2022
Casing Jointg; 5 1/2; 5.01; 14.0-1,693.0; 1,5678.0C
500.0 Production 1, 11.0-1,706.0; 11714/1554
Production Casing Cement; 14.0-1,706.0; 11/15/1954; 100 sacks of stratolite cement. Opened two stage
g54 14 solfar at 1267, Cemented with 80 sacks of ideal regular cement. Full returns to surface while cementing,
: Cement iop at 432 by calculation:
1,071.9 Cement Plug; 1,071.9-1,208.0; 6/6/2022
1,206.0
Lement Retainer; 1,206.0-1,208.0; 6/6/2022
1,208.0 Carnent Plug; 1,208.0-1,261.0; 6/6/2022
1.261.2 Ceveent Plug; 1,261.0-1,408.0; 6/6/2022
FERFORATED; 1,308.0-1,320.0; 1/28/1988; Rigged up Petro-Log. Ran in hole wiGR-CCL to 1,380
1,308.1 ..could not get below 1,380', Logged to 100", Pulled out of hole. Picked up perfg gun. Ran in hole and
?ﬁwri‘é 1,308-1,320" and 1,335'-1,356" wi4 JSPF. Pulled out of hole. Rigged down Petro-Log. Picked up
1319.9 new 2 38" tubing, seating nipple and Model "AD-1" packer. Ran in hole and set packer @ 1,212.31
’ . " wi18,000# tension. Too windy to rig down.
PERFORATED; 1,335.0-1,356.0; 1/28/19886; Rigged up Petro-Log. Ran in hole w/GR-CCL to 1,360°
1,335.0 ~ gould not get below 1,360°, Logged to 100°, Pulled out of hole, Picked up perfg gun. Ran in hole and
perf'ed 1,308-1,320" and 1,335'-1,356" wi4 JSPF. Pulled out of hole. Rigged down Petro-Log. Picked up
1.356.0 new 2 3/8” tubing, seating nipple and Model "AD-1" packer. Ran in hole and set packer @ 1,212.31
’ w/18,000# tension. Too windy to rig down,
13709 CAD; 1,380.0-1,408.0; 3/20/1958
' ’ ATED, 1,380.0-1,408.0; 11/20/1954; Perf 5 1/2" casing 1544 (o 1549' - 30 hole, 1585-1630" -

545-1660" - 80 hole. Total of 330 17/32" bullets. Acidizing 1645 to 1660 w/ 750 gallons

1.405.8
1,480.2 , e . ey firnar -
ridge plug - permanent; 1,480.0-1,492.0; Drilied on BP and pushed to 1490 after running liner,;
3/15/1985
1,492.1
b, 1,380.0-1,660.0; 10/16/1968
1.544.0 ERFORATED, 1,544.0-1,549.0; 3/15/1386; Perf 5 1/2° casing 1544 {0 1549 - 30 hole, 1585-1630° -
15489 210 hole, 1645-1660' - 90 hole, Total of 330 17/32" bullsts. Acidizing 1645 to 1860 w/ 750 gallons
; 1,544,0-1,620,0; 3/20/1958
1,585.0 Wi 1,544.0-1,830.0; 11/20/1954
PERFORATED; 1,585.0-1,630.0; 3/15/1988; Perf 5 1/2" casing 1544 o 1549' - 30 hole, 1585-1630" -
18201 10 hole, 1645-1660" - 90 hole. Total of 330 17/32" bullets. Acidizing 1645 to 1660 w/ 750 galions
1,629.9
1 6450 g ; 1,645.0-1,8660.0; 11/20/1954
! ’ g B%:DQM'ED; 1,645.0-1660.0;, 3/15/1286; Perf § 1/2" casing 1544 to 1549' - 30 hole, 1585-1630" -
1 6601 i ) . 1645-1660" - 90 hole. Total of 330 17/32" buliets. Acidizing 1645 to 1660 w/ 750 gallons
Production Casing Cement (plug); 1,875.0-1,708.0; 1171571984, 100 sacks of siratolite cement. Opened
1,674.9 two stage collar at 12687, Cemented with 90 sacks of ideal regular cament. Full returns {o surface while
cemerting. Cement top at 432" by calcuiation
1,706.0 B T0 - SHOSHONE-85 41, 1,706.0; 11/14/1954
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